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PG-GROUP - STRUCTURAL BEARINGS

NEW GENERATION PGslide® BEARINGS – Patent pending 1)

PGslide® high temperatur sliding bearing, e.g. types HTK…
with sliding material PG High Therm®

PipePipe slidingsliding supportssupports
forfor

SCR, FGD, DeNox, DeSox
Waste incineration
Flue gas ducts
Heat exchangers
Air coolers
Electric filters
Pressure vessels
Steam and hot water vessels
Boilers, HRSG
and many more…

Bearings do not need additional insulation

⇒ compact design and can be used…

 for temperatures up to +200°C

 at contact pressure up to 30 N/mm²
(total loads of up to 30.000 kN can be realized)

 with friction coefficient µ ≤ 1%
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PGslide® high temperatur sliding bearing, e.g. types HTK…
with sliding material PG High Therm®

PG-GROUP - STRUCTURAL BEARINGS

Without additional insulation (up to 200°C) With additional insulation (up to 550°C)
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max. static friction coeff. µ max PG High Therm®

compared to widely used sliding materials
[all values with sliding pads lubricated]

PTFE-TLFG µ stat 3)

UHMWPE µ stat 4)

PTFE-BLQ µ stat 5)

PG High Therm® µ stat 2)

PG Systemtechnik GmbH & Co. KG Tel.: +49 2431 974 5671 info@pgtec.de

Brüsseler Allee 21e, 41812 Erkelenz Fax.: +49 2431 974 5673 www.pgtec.de

NEUE GENERATION PGslide® AUFLAGER

1) patent pending, project was supported by Fed. Min. for economic aff.

2) measured at and confirmed by MPA (University) of Stuttgart

3) acc. to manufacturer (competitor), data sheet

4) acc. to manufacturer (competitor), in ETA max. temp. 70°C

5) acc. to EN 1337-2, only approved up to +48°C
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